Mainline Switch Inspection Report Semi-Annual WO# \ovSe1z,. Page 1 of 3

Date 412\ 2013 Inspection Crew,T%o_\-nsz.ek; G Lamg

Watchman W BRvanT

I Location _ MT WhsHieTON
2 SwitchI.D. # 342 28

3 Facing X Trailing ___

Rail Points

4 Point to Point _ 5174
5 Point Condition

@ ‘Y R Nothing less than 4 inches or greater than § inches,
6 Point Throw. pjp 3 172 inches on house top point protected

N 4% R 4,
6a Point Opening

N_ % R S
7 Fit

@Y R

8 General Condition of the Points
@ Y R

Gage

Heel of Switch

9Main __ S6%

10 Turnout =, %

11 Gage ahead of Bend  SG'/-
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _ %%

13Main _ (% N

Stock Rail
14 Bend

@ YR
15 Condition

G YR

Bolts
16Loose o N/A
17Missing o N/A

Rivets (Huck Bolts)

I18Loose . © N/A

19 Missing © NA

20 Cotter Pins Missing 0 NA
2l JamNutsloose =~ ©  N/A
21a Washers @ Broken __ Missing

Remarks on page 3

GNEJC 11-10-2011

22 Standard Joints
Y R NA
23 Switch Plates

®Y R

24 Adjustable Braces

®Y R NA
24a Non-Adjustable Braces
S Y REA
Switch Rods
25 Front Rod
® Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
® Y R NA
29 #4 Rod
(S) Y R NA
30 Closure Rail
Y R
31 Surface of Switch
@ Y R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Q@ Y R
33 Switch Adjustments
Yes
34 Lubrication
Dry
35 Switch Targets/Lamps
Ok Missing
36 Latches @
Broken___Missing
37 Locks
Broken  Missing
38 General Condition
& Y R
39 Insulated Joints
QY R
39a Regular Joints
® Y R






Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N QYR
R S Y R
53 Frog# 1o
54/79 Point Condition
©YR

55 Condition of Frog

®YR
56 Surface of Frog

®YR

57 Throat in Inches k%
72 Flangeway Depth 1

Flangeway Depth must not be less than 1 %”

Gage
58 Main Track s5th

59 Turnout Track A

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N _"54% R 54%

Frog Inspection Report Semi-Annual

Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _52% R s2%

Back to Back Gage must be less than 53 1/8”

62 Condition
F YR
63 Location of Guard Rail (Relation to Point)
§YR
Guard Rail Clamps
64 Main Track
§ Y R NA
65 Turnout Track
& Y RNA

Class 1 Gage 56” to 57 %

More than 57 14" Out of Service
Class 3 Gage 56" to 57

More than 57” to 57 ¥i” downgrade to

Class2 and getsa Y
Remarks on page 3
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Turnout Ties
66 Condition
®©Y RNA
67 Rail Movement
® YR NA
Tie Plates
68 Lead
® Y RNA
69 Guard Rail Flangeway
OSYRN % R |
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

&Y R NA
71 Frog Plates

© Y R NA
Bolts
73 Loose o N/A
74 Missing o N/A
Rivets (Huck)

75 Loose © N/A

76 Missing o N/A
77 Nuts Missing  © N/A

78 Cotter Pins Missing o N/A
79 Washers QK Broken  Missing__ N/A

80 Hold Down Devices
© Y RNA
81 Spring Housing
S YR
82 Derails
SY R

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

30 beyond the last long tie
(Qk  Difference

84 Condition of Line thru entire turnout

S YR






Remarks

Page 3 of 3

Leaves 10 PowwT AREA — Frpe Hazaes

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:

11-10-2011






Mainline Switch Inspection Report Semi-Annual WO#_1c2-07 44 Page | of 3

Date 4[L} 2013

Watchman w  QRYANT

I Location _Tiuenioam

Tnspection Crew | ScH ister | G Lay

22 Standard Joints

28witchID.# 5% 1B S Y R NA
3 Facing X Trailing 23 Switch Plates
‘ o ®Y R
Rail Points 24 Adjustable Braces
4 Point to Point _ 51%4 Y R NA
5 Point Condition ; 24a Non-Adjustable Braces
& Y R Nothing less than 4 inches or greater than 5 inches. S Y R @A
6 ;‘)mt Thﬁr_ow. Min lg 12 é’nches' on house top point protected ——-———————ggvg::nﬁggg
6a Point Opening S Y R NA
N Snu R SY% 26 #1 Rod (Basket Rod)
7 Fit ® Y R
©Y R 27 #2 Rod
8 General Condition of the Points ®Y R
& YR 28 #3 Rod
Gage Y R NA
Heel of Switch 29 #4 Rod
9Main _ S,% ® Y R NA
10 Turnout _ J¢,%4 30 Closure Rail
11 Gage ahead of Bend 562 SYR
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” S YR

12 Heel Spread in Inches
Turnout (Y

Stock Rail
14 Bend
DY R

15 Condition

@YR

Bolts
l6Loose o  N/A

17 Missing__o____ N/A
Rivets (Huck Bolts)

I8Loose..___ o N/A
[9Missing . o N/A

20 Cotter Pins Missing o NA
21 Jam Nuts Loose.___ 0 N/A

Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
©Y R
33 Switch Adjustments
Yes Qo
34 Lubrication

Ok (D

35 Switch Targets/Lamps

Ok Missing_ (NIA>
36 Latches

ak Broken____ Missing____
37 Locks

Broken Missing

38 General Condition

Y R
39 Insulated Joints

21a Washers @ Broken _ Missing v R

Remarks on page 3
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39a Regular Joints

®Y R w/d






Mainline

50 Location

50a Switch [.D. #

51 Facin Trailing

52 Frog Tread N ©Y R
R Y R

53 Frog# o

54/79 Point Condition

&Y R
55 Condition of Frog
®YR
56 Surface of Frog

®YR

57 Throat in Inches 3
72 Flangeway Depth -
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track S6Y4
59 Turnout Track 50G'%4

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N_S4% R 54,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _ S2%4 R 3594,
Back to Back Gage must be less than 53 1/8”
62 Condition
S YR
63 Location of Guard Rail (Relation to Point)
SYR
Guard Rail Clamps
64 Main Track
©Y R NA
65 Turnout Track
® Y R NA

Class 1-Gage 56” to 57 1%,”

More than 57 14" Out of Service
Class 3 Gage 56” to 577

More than 57” to 57 4" downgrade to

Class 2 and getsa Y
Remarks on page 3
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Turnout Ties
66 Condition
®Y R NA
67 Rail Movement
£ Y R NA
Tie Plates
68 Lead
© Y RNA
69 Guard Rail Flangeway
SY RN_"s R %
Guard Rail Flangeway can not be less 1 14”
70 Guard Rail Plates
(3Y RNA
71 Frog Plates
® Y R NA

Bolts
73 Loose o N/A
74 Missing o N/A

Rivets (Huck)
75 Loose o N/A

76 Missing ° N/A

77 Nuts Missing _ © N/A

78 Cotter Pins Missing o N/A

79 Washers QR Broken__ Missing  N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
SY R
82 Derails
SY R

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ beyond the last long tie
Difference

84 Condition of Line thru entire turnout

@YR






Remarks

Page 3 of 3

Wear Gumen Rare wns STRUCk ON THE JouTh END Neen To RBepeacg End BRACE
ol STRMGHTEN

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: //( /
Savs

5-7-IS
Date: « ¢ -

11-10-2011







Mainline Switch Inspection Report Semi-Annual WO#_102079¢  Page | of 3
Date 4/@!7,013 Inspection Crew T ScHIsiER, G [am
Watchman__ [y BRYANT
I Location “Tgxas ~Neerw 22 Standard Joints
2SwitchID.# 113 B ®Y R NA
3Facing__ Trailing  x» 23 Switch Plates
®Y R
Rail Points 24 Adjustable Braces
4 Point to Point _ 51 %4 (Y R NA
5 Point Condition 24a Non-Adjustable Braces
@_Y R Nothing less than 4 inches or greater than 5 inches. S Y R
6 ]Eomt;’h_lzw Min 3 1/2 ng_%l:son house top point protected ——————?;vg::n?lggs
6a Point Opening ©Y R NA
N_ 54 R 5% 26 #1 Rod (Basket Rod)
7 Fit ®Y R
® Y R 27 #2 Rod
8 General Condition of the Points @Y R
® Y R 28 #3 Rod
Gage Y R NA
Heel of Switch 29 #4 Rod
9 Main X/ Y R NA
10 Turnout _ 5¢ % 30 Closure Rail

11 Gage ahead of Bend __ S(, 3%

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _ &%
13 Main L%

Stock Rail

14 Bend

S Y R
15 Condition

& YR
Bolts
I6Loose _ o N/A
I7Missing & N/A
Rivets (Huck Bolts)
I8Loose ___ »  N/A
19 Missing o NA
20 Cotter Pins Missing o  NA

21 Jam Nuts Loose =~ o  N/A
21a Washers @ Broken__ Missing

Remarks on page 3
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®Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
®Y R
33 Switch Adjustments
Yes
34 Lubrication
Ok Dry
35 Switch Targets/Lamps

Ok Missing___ggz)
36 Latches

Broken___Missing
37 Locks

Broken _ Missing
38 General Condition
Y R
39 Insulated Joints
Y R
39a Regular Joints

© Y R






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch I.D. # 66 Condition
51 Facing q raili;? Y RNA
52 Frog Tread N ®Y R 67 Rail Movement
R ©Y R ®© Y R N/A
53 Frog# o Tie Plates
54/79 Point Condition 68 Lead
®YR ® Y R NA
55 Condition of Frog 69 Guard Rail Flangeway
®YR ©®Y RN |z R 7
56 Surface of Frog Guard Rail Flangeway can not be less 1 %”
S YR 70 Guard Rail Plates
®Y RNA
57 ThroatinInches ___ 3 Y 71 Frog Plates
72 Flangeway Depth 2 ®©Y R NA
Flangeway Depth must not be less than 1 %”
Gage Bolts
58 Main Track S 73 Loose o __NA
59 Turnout Track __ S¢¥« 74 Missing © N/A
Gage must not be less than 56” any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N 547 R s4% 75 Loose © N/A
Guard Rail Gage must more than 54 3/8” 76 Missing © NA
61 Back To Back N_s51"%, R 52, 77 Nuts Missing o N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing ® N/A
62 Condition 79 Washers QR Broken__ Missing___ N/A
QOYR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R QY RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S'YR
®Y R NA 82 Derails
65 Turnout Track S YR
£€Y RNA 83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
50’ beyond the last long tie
Class 1 Gage 56” to 57 5” @ Difference
More than 57 %” Qut of Service
Class 3 Gage 56" to 57~ 84 Condition of Line thru entire turnout
More than 57” to 57 ¥ downgrade to ®Y R

Class 2 and gets a Y
Remarks on page 3

GM/JC 11-10-2011






Remarks

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by//7¥/ / /

‘ NS LS o

11-10-2011






Mainline Switch Inspection Report Semi-Annual

Inspection Crew 7 Scyic e, G LaAM

Date 4/3/2013

Watchman__ (o> BevanT

| Location _MT WAsHNGT®) =
2 Switch.D. # 342 1B

3Facing ___ Trailing  x

Rail Points
4 Point to Point <13
5 Point Condition

® QY R Nothing less than 4 inches or greater than S inches.
6 Point Throw, Minlg I/24§nches on house top point protected
e

N 4%

6a Point Opening
N S« R 5%

7 Fit

YR

8 General Condition of the Points
S Y R

Gage

Heel of Switch
9Main ___ SL%
10 Turnout &, %
11 Gage ahead of Bend St %
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Turnout _ &%
13 Main L%

Stock Rail

14 Bend
®Y R

15 Condition
Cs Y R

Bolts
16 Loose _© __NA
I7Missing o N/A

Rivets (Huck Bolts)

I8Loose . &  N:A
19 Missing o NA
20 Cotter Pins Missing o N/A
21 Jam Nuts Loose o NA

21a Washers @ - Brél‘{éﬁm_"_____Mjssing__w_

Remarks on page 3
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WO#1015374  Page 1 of 3

22 Standard Joints
Y R NA
23 Switch Plates
Y R
24 Adjustable Braces
®Y R NA
24a Non-Adjustable Braces
S Y R(NA
Switch Rods
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
®Y R
27 #2 Rod
®Y R
28 #3 Rod
® Y R NA
29 #4 Rod
®Y R NA
30 Closure Rail
Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
®Y R
33 Switch Adjustments
Yes
34 Lubrication
Dry
35 Switch Targets/Lamps
Ok Missing [@
36 Latches
(@ Broken___Missing
37 Locks
Ok Broken _ Missing
38 General Condition
Y R
39 Insulated Joints
Sy Y R
39a Regular Joints
O YR






Mainline

50 Location
50a Switch [.D. #
51 Facing g
52 Frog Tread N ®Y R

Y R

R ®
53 Frog# \o
54/79 Point Condition
SYR
55 Condition of Frog
(SYR
56 Surface of Frog
®YR

57 Throat in Inches /4
72 Flangeway Depth -
Flangeway Depth must not be less than 1 %”
Gage _
58 Main Track St %
59 Turnout Track __ S/
Gage must not be less than 56 any class
Guard Rails _
60 Guard Rail Gage N S¢% R S4%
Guard Rail Gage must more than 54 3/8”
61 BackToBack N s527% R <3
Back to Back Gage must be less than 53 1/8”
62 Condition

OYR
63 Location of Guard Rail (Relation to Point)

YR

Guard Rail Clamps
64 Main Track

@Y R N/A
65 Turnout Track

©Y RNA

Class 1 Gage 56” to 57 1%”

More than 57 ¥4” Qut of Service
Class 3 Gage 56” to 57”

More than 57” to 57 ¥ downgrade to

Class 2 and getsa Y
Remarks on page 3
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Frog Inspection Report Semi-Annual

Page20f 3

Turnout Ties
66 Condition
® Y R NA
67 Rail Movement
® Y R N/A
Tie Plates
68 Lead
S Y RNA
69 Guard Rail Flangeway
©@ Y RN_|3 R_I'g
Guard Rail Flangeway can not be less 1 4”
70 Guard Rail Plates
©Y RNA
71 Frog Plates
® Y RNA

Bolts
73 Loose o N/A
74 Missing & N/A

Rivets (Huck)

75 Loose 5 N/A
76 Missing & _N/A
77 Nuts Missing __ ~  N/A
78 Cotter Pins Missing o N/A
79 Washers @ Broken___ Missing  N/A

80 Hold Down Devices
® Y R NA

81 Spring Housing
S YR

82 Derails
S'Y R

83 imum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ beyond the last long tie
(Ok  Difference

84 Condit{gn of Line thru entire turnout
Y R






N Remarks

Page 3 of 3

‘Pom‘r STAETIN(;T() SHELL

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

eI %@\f o LS

11-10-2011







Switch Inspection Report Semi-Annual

4lz]is

Mainline

WO# 10l 9228

Inspection Crew T Scnisiee, G Lak

Page 1 of 3

Date
Watchman (v BRvanT

I Location _MT WAsliNGToN
2Switchl.D. # 342 [A

3Facing__ X Trailing
Rail Points
4 Point to Point S| Yg

5 Point Condition

@Y R Nothing less than 4 inches or greater than S inches.
6 Point Thlrow, Min 3 1/2 inches on house top point protected

N_5% R_S%
6a Point Opening

N Sh R
7 Fit

Y R

8 General Condition of the Points

®Y R

\

Gage

Heel of Switch

9Main __ 5072

10 Turnout ¢, V.

11 Gage ahead of Bend (Y
Must not be legs than 36 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _ &Yy

13Main (/4

S Voo

Stock Rail

14 Bend

(9 v R

15 Condition
OR'E:

Bolts

l6Loose o  N/A
17 Missing o _ N/A
Rivets (Huck Bolts)
I8Loose .o N/A

19 Missing o ___N/A
20 Cotter Pins Missing 0 N/A
21 Jam Nuts Loose o  N/A

2la Washers @ ' Broken Missing

Remarks on page 3
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22 Standard Joints
® Y R NA
23 Switch Plates
Y R

24 Adjustable Braces

@ Y R NA
24a Non-Adjustable Braces
S Y R @A
Switch Rods
25 Front Rod
® Y R NA
26 #1 Rod (Basket Rod)
® Y R
27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29 #4 Rod
Y R N/A
30 Closure Rail
® Y R
31 Surface of Switch
® Y R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
® Y R
33 Switch Adjustments
Yes 0
34 Lubrication
Dry
35 Switch Targets/Lam
Ok Missing__@
36 Latches

Broken___Missing o
37 Locks
Broken _ Missing
38 General Condition
Y R
39 Insulated Joints
&Y R

39a Regular Joints
Y R






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch I.D. # 66 Condition
51 Facing Trailing (Y RNA
52 Frog Tread N ®Y R 67 Rail Movement
R (@OYR (% Y R N/A
53 Frog# _(© Tie Plates
54/79 Point Condition 68 Lead
@®YR (S Y RNA
55 Condition of Frog 69 Guard Rail Flangeway
OYR YRN_ |7 R_I[%
56 Surface of Frog Guard Rail Flangeway can not be less 1 %4”
YR 70 Guard Rail Plates
(SY RNA
57 Throat in Inches 304 71 Frog Plates
72 Flangeway Depth 1 @ Y RNA
Flangeway Depth must not be less than 1 %”
Gage Bolts
58 Main Track S Y4 73 Loose o N/A
59 Turnout Track b 74 Missing o N/A
Gage must not be less than 56” any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N_52/ % R s4% 75 Loose o N/A
Guard Rail Gage must more than 54 3/8” 76 Missing o) N/A
61 Back ToBack N _S2% R S2% 77 Nuts Missing o N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing ° N/A
62 Condition 79 Washers QB Broken_ Missing__ N/A
Y R
63 %ocation of Guard Rail (Relation to Point) 80 Hold Down Devices
®YR ©Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S'Y R ﬁ
® Y RNA 82 Derails
65 Turnout Track S'Y R
Y R NA 83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

50° bevond the last long tie

Class 1 Gage 56” to 57 % @ Difference

More than 57 ¥4” Qut of Service

Class 3 Gage 56” to 57” 84 Condition of Line thru entire turnout
More than 57” to 57 %4 downgrade to AYR

Class2 and getsa Y

Remarks on page 3
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Remarks
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1Y .. .
PUH_PH\J@ A UNDER LoAD, 12 tes navow, 7 cld Movement ties
Lenves ARCUMD Doyngre - Fiee Hayapy—

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: N\ Q\K@(( Date: u '4 - )(i

11-10-2011







Switch Inspection Report Semi-Annual

WO# lolS270

Page 1 of 3

Date u;.t_/a/;,m; Inspection Crew 7~ \SCHISLEE: & Liany
Watchman s BRvanT
I Location MT WASHINGTEN 22 Standard Joints
28witchID.# 342 =2n ®Y R NA
3Facing___ X  Trailing 23 Switch Plates
®©vY R
Rail Points 24 Adjustable Braces
4 Point to Point 513 ®Y R NA
5 Point Condition 24a Non-Adjustable Braces
S Y R Nothing less than 4 inches or greater than 5 inches. S Y R W
6 II\’Jomt 4’1:!;;2\&; Min 3 1/2 4ir‘|l/$£es on house top point protected —-——————-——g;vg::leggj
6a Point Opening ®Y R NA
N Sh R S, 26 #1 Rod (Basket Rod)
7 Fit @ Y R
Y R 27 #2 Rod
8 General Condition of the Points Y R
é& Y R 28 #3 Rod
Gage S8 Y R NA
Heel of Switch 29 #4 Rod
9Main 5% Y R N/A
10 Turnout _ 5(.5% 30 Closure Rail
Sk Y R

11 Gage ahead of Bend
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout b f/_a_-___w_‘- 3

I3Main__ ¢ Y&

Stock Rail

14 Bend

® Y R
15 Condition

Y R

Bolts
l6Loose O  N/A
[7Missing & N/A
Rivets (Huck Bolts)
I8 Loose __ 5 N:A
[9Missing o N/A
20 Cotter Pins Missing O NA
21 Jam Nuts Loose ..o NA
2 la Washers Broken _ Missing

Remarks on page 3

GMIC 11-10-2011

31 Surface of Switch
@D Y R
Using a 62’ cord, not over
1”to 1 1/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
@ Y R

33 Switch Adjustments
Yes %>

34 Lubricafton

Dry
35 Switch Targets/Lamps

Ok Missing___( §5
36 Latches

0 Broken___Missing
37 Locks

Broken _ Missing
38 General Condition
®Y R
39 Insulated Joints
SY R
39a Regular Joints
® Y R






Mainline

50 Location
50a Switch LD #
5K Facin g
52 Frog Tread N ®Y R

R &Y R
53 Frog# 10
54/79 Point Condition

YR

55 Condition of Frog

©®YR
56 Surface of Frog

®YR

57 Throat in Inches Y4
72 Flangeway Depth 1.
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track 56"
59 Turnout Track __ g%
Gage must not be less than 56 any class
Guard Rails
60 Guard Rail Gage N _D43% R 43¥%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 5?2% R 52%
Back to Back Gage must be less than 53 1/8”
62 Condition

SYR
63 Location of Guard Rail (Relation to Point)

SYR
Guard Rail Clamps
64 Main Track

(&Y R NA
65 Tumout Track

® Y R NA

Class 1 Gage 56” to 57 1%”

More than 57 4" Qut of Service
Class 3 Gage 56” to 57”

More than 57” to 57 Y& downgrade to

Class 2 and gets a Y
Remarks on page 3

GM/IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
(® Y R NA
67 Rail Movement
© Y R N/A
Tie Plates
68 Lead
® Y RNA
69 Guard Rail Flangeway
SYRN_ ™ R /%
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
Y R NA
71 Frog Plates
® Y R NA

Bolts
73 Loose © N/A
74 Missing = N/A

Rivets (Huck)
75 Loose 0 N/A

76 Missing o N/A

77 Nuts Missing ., N/A

78 Cotter Pins Missing o N/A

79 Washers @ Broken__ Missing  N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
S Y R
82 Derails
S'Y R

83 imum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ beyond the last long tie
Difference

84 Condition of Line thru entire turnout
Y R






Remarks

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: KK
A\

Date: Ll[ /\\g — XK

11-10-2011






